* IF A CURB INLET IS INSTALLED
AT THIS LOCATION, THE PERIMETER
SLOPES WOULD REVERSE TO THE
LOW POINT AT THE CURB INLET
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ALL DISTURBED AREAS
(WITHIN THE R/W)
ARE TO BE SODDED

OPTIONAL: LANDSCAPED
ISLAND WITH FDOT TYPE
A" CURB OR D’ CURB
THIS OPTIONAL FEATURE
ALSO REQUIRES A
RIGHT—OF-WAY USE
AGREEMENT WITH THE
ROAD AND BRIDGE
DEPARTMENT

2" CURB MIN.
TYPE VARIES WITH
APPLICATION

5" CONC.
SIDEWALK TYP.

NOTES:

1.

SLOPE PERIMETER OF
PAVEMENT IN CUL—DE—SAC IN
APPROPRIATE DIRECTION WITH
A SLOPE OF 0.003 FT./FT.
(0.3%) MINIMUM.

DRAIN PAVEMENT TO
PERIMETER WITH MINIMUM
RATE OF SLOPE OF 0.010
FT./FT. (1.0%) IN DIRECTION
OF FLOW.

CUL—DE—-SAC R/W SHALL BE
AT LEAST 100" (FT.) FROM
THE NEAREST ROAD OR
STREET OR THE NEAREST
PLAT BOUNDARY

CUL-DE-SAC LAYOUT DETAIL

BREVARD COUNTY LAND DEVELOPMENT
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