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NOTES:

1. MINIMUM DISTANCE FROM EDGE OF PAVEMENT TO CROSS WALK:

" FROM EDGE OF LOCAL ROAD WITH CURB AND GUTTER

" FROM EDGE OF LOCAL ROAD WITHOUT CURB AND GUTTER

" FROM EDGE OF COLLECTOR ROAD WITH CURB AND GUTTER

" FROM EDGE OF COLLECTOR ROAD WITHOUT CURB AND GUTTER
" FROM EDGE OF ARTERIAL ROAD WITH CURB AND GUTTER

14’ FROM EDGE OF ARTERIAL ROAD WITHOUT CURB AND GUTTER
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2. MINIMUM RADIUS:
A. 35" RADIUS IN RESIDENTIAL SUBDIVISIONS
B. 50’ RADIUS IN COMMERCIAL SUBDIVISIONS AND WHERE RESIDENTIAL
LOTS EXCEED 50 LOTS
C. 70’ RADIUS IN INDUSTRIAL S/D’S

3. FOR A 2-LANE EXIT ROAD:
REMOVE 1/2 THE CENTER MEDIAN AND
CONSTRUCT THE SECOND LANE ADJUSTING
STRIPING AS NECESSARY.

4. CALL BOX:
WILL BE DETERMINED ON
CASE BASIS (IF NEEDED)
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SINGLE LANE ENTRY/EXIT ROAD FOR
PRIVATE GATED SUBDIVISION
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