NOTES:

1.

MATCH EXISTING ASPHALT THICKNESS WITH
FDOT TYPE S12.5 OR PROVIDE 2" OF FDOT

SAWCUT
TYPE S12.5 ASPHALT, WHICHEVER IS STRAIGHT
GREATER JOINT
EXISTING 10" PROVIDE PRIME/TACK COAT EXISTING
ROADWAY MIN. PER FDOT STANDARD ROADWAY
| ' SPECIFICATIONS, LATEST ' A,
‘ ‘ EDITION

NON-EXCAVATABLE FLOWABLE FILL:
24" THICK FOR ALL ROADWAY OPEN CUTS
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"W" SHALL BE A MINIMUM OF 6" WIDE AND OF SUFFICIENT WIDTH TO ACCOMMODATE NECESSARY
COMPACTION EFFORTS. IN THE EVENT THE REQUIRED MINIMUM DENSITY IS NOT ACHIEVED, LOOSE
MATERIAL SHALL BE REMOVED, REPLACED AND COMPACTED TO THE REQUIRED DENSITY, OR REPLACED
WITH FULL DEPTH FLOWABLE FILL. DENSITY TESTS BELOW THE SPRING LINE OF THE PIPE ARE REQUIRED

IN ADDITION TO OTHER TESTING REQUIREMENTS. (IN THE EVENT FULL DEPTH FLOWABLE FILL IS USED AS
BACKEFILL, DENSITY REQUIREMENTS ARE WAIVED.)

CONTRACTOR SHALL EXCAVATE BOTTOM OF TRENCH TO ALLOW FOR BELL SECTION OF PIPE.

MINIMUM ALLOWABLE BACKFILL DENSITY SHALL BE 98% OF THE MAXIMUM DENSITY AT OPTIMUM
MOISTURE PER AASHTO T-180. REFER TO EXHIBIT-27 FOR STORMWATER PIPE BACKFILL REQUIREMENTS.

FLOWABLE FILL SHALL COMPLY WITH FDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, SECTION 121, LATEST EDITION.

ALL OPEN CUTS SHALL HAVE FLOWABLE FILL AND TEMPORARY ASPHALT INSTALLED WITHIN 2 DAYS OF

EXCAVATION. PERMANENT ASPHALT INCLUDING MILLING, IF NEEDED, SHALL BE COMPLETED WITHIN 30
DAYS OF EXCAVATION.

THESE ARE MINIMUM REQUIREMENTS. ADDITIONAL RESTRICTIONS MAY BE NECESSARY ON A CASE BY
CASE BASIS.
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