@ 2” OF SP—12.5 OR S—1 ASPHALT TESTED PER FDOT @ CONCRETE PAVEMENT 6” THICK 28
AND/OR BREVARD COUNTY STANDARDS LATEST EDITION DAY, 3000 PSI REINFORCED WITH
FIBER MESH
@ 8” THICK LIMEROCK OR CEMENTED COQUINA BASE, ) -
MIN. LBR 100, COMPACTED TO A MIN. OF 98% @ SUBGRADE, 12” THICK, TYPE "B”,
MAXIMUM DENSITY PER AASHTO T—180 MIN. LBR 40, COMPACTED TO A
MIN. OF 98% MAXIMUM DENSITY
@ SUBGRADE, 12" THICK, TYPE "B”, MIN. LBR 40, PER AASHTO T-180
COMPACTED TO A MIN. OF 98% MAXIMUM DENSITY PER
AASHTO T—180

NOTE: FOR ON—SITE COMMERCIAL PAVEMENT THE BASE AND SUBGRADE MAY BE REDUCED
TO 6" THICK AND THE ASPHALT REDUCED TO A MINIMUM OF 1" OF SP-9.5 OR S-IIl

ASPHALT DRIVEWAY PAVEMENT COMMERCIAL ON—SITE AND

COUNTY R/W DRIVEWAY
SECTION FOR COUNTY R/W CONCRETE PAVEMENT SECTION

NOTES:

1. CONCRETE PAVEMENT SHALL BE CONSTRUCTED OF 28 DAY, 3000 PSI, CLASS 1 CONCRETE.

2. CONTRACTION JOINTS SHALL BE 1/8 INCH WIDE AND SAW—CUT OR TOOLED.

3. CONSTRUCTION JOINTS ARE REQUIRED WHEN CONSTRUCTING ADJACENT FRESH CONCRETE POURS.

4. EXPANSION JOINTS ARE REQUIRED ALONG ALL OTHER ADJACENT PAVEMENTS, AT EACH SIDE OF STORM INLET
STRUCTURES, AND AT ALL RADIUS POINTS.

5. EXPANSION JOINTS SHALL BE 1/2 INCH WIDE (WITH 1/2 INCH PREMOLDED JOINT MATERIAL) AND SHALL BE
FULL DEPTH OF THE PAVEMENT.

6. JOINT MATERIAL SHALL BE IN ACCORDANCE WITH FDOT STANDARD SPECIFICATIONS, SECTION 932, LATEST EDITION.

7. THE SUBGRADE SHALL BE COMPACTED TO A MIN. OF 98% MAXIMUM DENSITY PER AASHTO T—-180 AND SHALL
EXTEND 6 INCHES (MINIMUM) BEYOND EDGE OF PAVEMENT.

8. DRIVEWAYS SHALL BE OF UNIFORM WIDTH FROM THE RIGHT OF WAY LINE TO THE EDGE OF PAVEMENT.
9. COMMERCIAL DRIVEWAYS SHALL HAVE A MINIMUM RADIUS AS FOLLOWS:

A 35" STD. RADIUS
B. 50" MIN. RADIUS FOR LARGE TRUCKS (WB 40 AND WB 50)

10. CONSTRUCT DROP CURB AS PER FDOT INDEX 300 ACROSS COMMERCIAL DRIVEWAYS WHERE CURB AND GUTTER
EXISTS.

REQUIREMENTS FOR
COMMERCIAL PARKING AND DRIVEWAYS
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