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FRONT SLOPE- 6:1 MAX.
BACK SLOPE- 3:1 MAX.

ADDITIONAL UTILITY EASEMENT
OR TEMPORARY CONSTRUCTION
EASEMENT REQUIRED (FOR
FILL OR CUT SLOPE)

FRICTION COURSE: 3/4” TYPE FC—5 OPEN GRADED FRICTION

STRUCTURAL COURSE: 3—1/2" TYPE S—1 ASPHALTIC CONCRETE, OR SP—12.5 SUPERPAVE
MIX, TESTED PER FDOT AND/OR BREVARD COUNTY STANDARD REQUIREMENTS

PRIME COAT: FDOT APPROVED PRIME COAT PER STANDARD SPECIFICATION SECTION 300

BASE COURSE: 10” LIMEROCK OR CEMENTED COQUINA, MIN. LBR OF 100, COMPACTED TO

98% DENSITY PER AASHTO T-180

SUBGRADE: 12" TYPE "B” STABILIZED TO A MIN. LBR OF 40, COMPACTED TO 98% DENSITY

PER AASHTO T-180

STABILIZED SHOULDER: 8" TYPE "B” STABILIZED TO A MIN. LBR OF 40, COMPACTED TO 98%

DENSITY PER AASHTO T-180

ALL DISTURBED AREAS: ARE TO BE SODDED (WITHIN THE R/W)

PEDWAY: 6” THICK FDOT CLASS 1, 3000 PSI FIBER REINFORCED CONCRETE WITH LIGHT
BROOM FINISH. CROSS SLOPE SHALL BE BETWEEN 1.0% MIN. AND 2.0% MAX.

PEDWAY SUBGRADE: 6" TYPE "B” STABILIZED TO A MIN. LBR OF 40, COMPACTED TO 98%

DENSITY PER AASHTO T-180

ARTERIAL (MAJOR

AND MINOR)

RURAL - HALF CROSS SECTION
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