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ROADWAY SURFACE COURSE: 2" OF TYPE
S—1 OR FC—12.5 ASPHALT AND TACK COAT
PER FDOT SECTION 300 TESTED PER FDOT
REQUIREMENTS

ROADWAY BASE: 8" LIMEROCK OR CEMENTED
COQUINA, MIN. LBR 100 COMPACTED TO
98% MAX. DENSITY PER AASHTO T-180

ROADWAY SUBGRADE: 8" TYPE B, STABILIZED

TO MIN. LBR 40 COMPACTED TO MIN. 98%
AASHTO T-180

ALTERNATE 1
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MIAMI CURB
SHOWN

@ ROADWAY SURFACE COURSE: 2" OF TYPE
S—1 OR FC—12.5 ASPHALT AND TACK COAT
PER FDOT SECTION 300 TESTED PER FDOT
REQUIREMENTS

@ ROADWAY BASE: 8" LIMEROCK OR CEMENTED
COQUINA, MIN. LBR 100 COMPACTED TO 98%
MAX. DENSITY PER AASHTO T-180

@ ROADWAY SUBGRADE: 8" TYPE B, STABILIZED

TO MIN. LBR 40 COMPACTED TO MIN. 98%
AASHTO T-180

ALTERNATE 2

NOTE: BASE TO EXTEND 6" PAST ASPHALT AND SUBGRADE IS TO
EXTEND 6” PAST THE BASE (IN ALL CASES).

ONE-WAY ALLEY CROSS SECTIONS

WEV:

BREVARD COUNTY LAND DEVELOPMENT
2725 JUDGE FRAN JAMIESON WAY, VIERA, FL 32940
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