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NOTES:

1. A 6” THICK CONCRETE PEDWAY/SIDEWALK MAY PASS THROUGH
THE DRIVEWAY IN LIEU OF THE BRICK PAVED PEDWAY/SIDEWALK.

2. RIBBON CURB TO BE USED ALONG THE ENTIRE WIDTH OF DRIVE
APRON IF NO CURB OR CURB AND GUTTER EXISTS. SEE DETAIL.

DRIVEWAY DRIVEWAY
APRON
e PAVER PEDWAY | A—

@ FILL BETWEEN PAVERS WITH SAND AS NEEDED @ FILL BETWEEN PAVERS WITH SAND AS NEEDED
PAVER BRICK COLOR AND STYLE PER OWNER

@ PAVER BRICK COLOR AND STYLE PER OWNER OR
OR ARCHITECT

ARCHITECT

@ BASE: 4” LIMEROCK OR CRUSHED CONCRETE
SCREENINGS, LBR 100, COMPACTED TO A MIN.
OF 98% MAXIMUM DENSITY PER AASHTO T-180

@ 1/2” LIMEROCK OR CRUSHED CONCRETE SCREENINGS FOR
BEDDING

@ 4” THICK CONCRETE, 3000 PSI
@ SUBGRADE, 6” TYPE ”B” STABILIZED, LBR 40,
COMPACTED TO A MIN. OF 98% MAXIMUM

@ SUBGRADE, 6” TYPE "B” STABILIZED, LBR 40, COMPACTED
DENSITY PER AASHTO T-180.

TO A MIN. OF 98% MAXIMUM DENSITY PER AASHTO T-180.

SECTION A-A SECTION B-B

PAVER PEDWAY AND PAVER DRIVEWAY DETAILS

BREVARD COUNTY LAND DEVELOPMENT
2725 JUDGE FRAN JAMIESON WAY, VIERA, FL 32940
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