12" THICK UNIFORM LIFTS COMPACTED TO A MINIMUM DENSITY OF 98% T-180,
FROM TOP OF PIPE TO FINISHED GRADE OR BOTTOM OF BASE MATERIAL

12" COMPACTED MATERIAL.
MINIMUM DENSITY OF 98% T-180

12" COMPACTED MATERIAL.

MINIMUM DENSITY OF 98% T-180

6" COMPACTED MATERIAL.
MINIMUM DENSITY OF 95% T-180 SEE CHART
BELOW FOR
Sﬁ"l"PPELE 6" COMPACTED MATERIAL. f\'ﬁg SIZE
MINIMUM DENSITY OF 95% T-180 NUMBER OF
6" LIFTS
6" COMPACTED MATERIAL. REQUIRED.
MINIMUM DENSITY OF 95% T-180
2 7 /0 7 /N ~
//\\/<\\//\\/\\\\\\\\\/\\/\\//§/’/\/// UNDISTURBED MATERIAL >\\
IF DISTURBED, COMPACT TO 95% T-180
OR INSTALL #57 STONE MAXIMUM
THICKNESS 4". FILTER CLOTH WRAP NOT
REQUIRED FOR 4" THICKNESS OR LESS oIPE SIZE NUMEII'E:$SOF o oIPE SIZE NUMEEBI.SF o
NOTES:
15" 2 11" x 17" 2
1. NUMBER OF LIFTS REQUIRED FOR PIPE SIZES —
IN EXCESS OF THOSE SHOWN IN CHART SHALL 18" 2 14" x 23 2
BE APPROVED BY THE ENGINEER OF RECORD oa" 5 19" x 30" 5
AND BREVARD COUNTY ENGINEERING, IN
WRITING, PRIOR TO INSTALLATION. 30" 3 24" x 38" 2
36" 4 29" x 45" 4
2. THESE REQUIREMENTS APPLY TO ALL
STORMWATER PIPE INSTALLATIONS IN 42" 5 34" x 53" 4
SUBDIVISIONS, PUBLIC OR PRIVATE, DRAINAGE 48" 5 38" x 60" 4
EASEMENTS, PUBLIC OR PRIVATE, ALL ——
COUNTY RIGHTS-OF-WAY, AND FOR ANY 54" 6 43" x 68 o
OTHER STORMWATER PIPE INSTALLATIONS 60" 6 48" x 76" 5
THAT WILL BECOME COUNTY MAINTAINED - —
INFRASTRUCTURE. 66 7 58" x 91 6
72" 7

3. BACKFILL AROUND STORMWATER
STRUCTURES SHALL BE COMPACTED IN 12"
LIFTS TO A MINIMUM DENSITY OF 98% T-180.

STORMWATER PIPE INSTALLATION

BACKFILL REQUIREMENTS

BREVARD COUNTY LAND DEVELOPMENT
2725 JUDGE FRAN JAMIESON WAY, VIERA, FL 32940
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